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1 Modification to 6.4

Replace the existing Table 1 by the following:

"

Table 1 — Determination of seat and back force

Angle of backrest inclination @ Seat force F4 (N) Back force F; (N)

Back rest set to an angle 70° or | Specified seat force Specified back force
more to the horizontal

Back rest set to an angle of less | Specified seat force x Sin (&) | ((8/60°) — 0,166 6) Specified
than 70°, but not less than 55° to seat force x Cos @
the horizontal

Back rest set to an angle of less | 0,75 x Specified seat force 0,75 x Specified seat force x
than 55° to the horizontal Cos @

2 Modification to 6.17

Replace the existing Table 2 by the following:

"

Table 2 — Determination of seat and back force

Angle of backrest inclination @ Seat force F; (N) Back force F4 (N)

Back rest set to an angle 70° or | Specified seat force Specified back force
more to the horizontal

Back rest set to an angle of less | Specified seat force x Sin (&) | ((@/60°) — 0,166 6) Specified
than 70° but not less than 55° to seat force x Cos @
the horizontal

Back rest set to an angle of less | 0,75 x Specified seat force 0,75 x Specified seat force x
than 55° to the horizontal Cos @




Upozorné&ni: Zmény adopliiky, jakoZ i zpravy o nové vydanych normach jsou uvefejfiovany ve Véstniku Uradu
pro technickou normalizaci, metrologii a statni zkuSebnictvi.

VasSe nazory, podnéty a pfipominky tykajici se technickych norem a zajem o moznou ucast v procesech technické normalizace
Ize zaslat na e-mailovou adresu info@unmz.cz.

CSN EN 1728 OPRAVA 1
Vydal Utad pro technickou normalizaci, metrologii a statni zkugebnictvi, Praha
Rok vydani 2013, 4 strany
94383 Cenova skupina 998
8 "'590963"943831



